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1 + Power +V (10 to 32V)

2 - Power - V

16 Acknowledge Input Switched input

3 AH501 VLED 10V DC

15 Master Warning sink PWM 50mA

14 Master Caution sink PWM 50mA

22 Digital Input 0 Switched input

10 Digital Input 1 Switched input

21 Digital Input 2 Switched input

9 Digital Input 3 Switched input

20 Digital Input 4 Switched input

8 Digital Input 5 Switched input

19 Digital Input 6 Switched input

7 Digital Input 7 Switched input

13 Analogue Input 0 0-32V DC

12 Analogue Input 1 0-32V DC

24 Audio Hi 460ohm

25 Audio Low

18 RS232 RX_2 EIA/TIA-232

17 RS232 TX_2 EIA/TIA-232

6 RS232 RX_1 EIA/TIA-232

5 RS232 TX_1 EIA/TIA-232

4 0V Filtered GND

11 0V Filtered GND
23 0V Filtered GND

* Port 3 RS232 out (TX)  10
* RX *
* GROUND 9

* Av ionics installer to select av ailable
RS232 interf ace and GND
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GARMIN GMA Audio panel

* Un-switched Audio HI  31

* Un-switched Audio LO  32

* Av ionics installer to select
 av ailable un-switched input
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